
Product Data Sheet
Conduit Repair

A two half shell bell by bell fitting for the repair of broken conduit. After the 
broken conduit is prepared, the EPR Kit is installed one piece at a time with the 
bell ends solvent cemented to the conduit. The interlocking joints allow for a 
solid bonding surface that restores the integrity of the conduit and provides a 
watertight seal. This product is not intended for pressure applications.

MATERIAL
PVC

TEMPERATURE LIMITATION
Ambient maximum of 50oC/122oF

PACKAGING
Carton Quantity: 2

EPR Kits for Conduit Repair

Part No. Product Code Pipe Size L1 L2 OD1 ID1 OD2 ID2

EPR25 077982 1.25” 24.0 3.0 2.208 1.66 1.990 1.334

EPR30 077981 1.5” 24.0 3.0 2.208 1.900 1.900 1.592

EPR35 077980 2” 24.0 3.0 2.701 2.375 2.375 2.049

EPR40 077960 2.5” 24.0 3.0 3.305 2.875 2.875 2.445

EPR45 077958 3” 24.0 3.0 3.958 3.500 3.500 3.042

EPR55 077957 4” 24.0 3.0 5.002 4.500 4.500 3.998

EPR60 077956 5” 24.0 3.0 6.109 5.563 5.563 5.016

EPR65 077955 6” 24.0 3.0 7.219 6.625 6.625 6.031
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